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D| HANIL-NOTES :
1. THIS DAMPER IS OCCUPIED WITH GAS, PISTON ROD MUST FIT TO DOWN SIDE. n
2. REACTION FORCE <
1) UNIT MUST BE TESTED VERTICALLY [ROD DOWN CONDITION] & STATIC. =
2) ALL FORCES ARE MEASURED AT 20+2°C AND 300 mm/min, <
AFTER UNIT IS OPERATED IN ONCE AT 500 mm/min.
| 3. PERMISSIBLE OPERATING TEMPERATURE RANGE : -30C ~ +80T ZIE
4. SURFACE TREATMENT =
1) PISTON ROD : BLACK COLOR [OXY NITRIDING SURFACE TREATMENT]. CUSTOMER HANIL CUSTOMER FORCE (N)
2) CYLINDER : BLACK PAINT. PART NUMBER PART NUMBER o o = s s
5. ANTl*CORROSﬁ’é:\,l\‘TFE\‘SGT THICKNESS SHOULD BE MORE THAN 15/ TATSUTA KOREA JPO511A TGS339-100-637-E - - 6374140 (972) -
E| :SALT SPRAY TEST PER JIS Z2371. JP0549A TGS339-100-834-E - - 834460 | (1279) -
1)ROD : AFTER COMPLETION OF 72 HOURS, UNLESS SPECIFIED A - SART NAME. =y
RED RUST SHALL MEET THE STANDARD OF RATING NO.9 GRADE AND OVER. TOLERANCE.
2)CYLINDER : AFTER COMPLETION OF 144 HOURS, RED RUST MUST NOT BE FOUND. FADIUS DIMENSIONS - GAS SPRING 0
[EXCEPT THE PART : ROLLING, EDGE, WELDING] ® LABEL 96927A 1 - PROPERTIES. MATERIA SeE TABLE | Tacanient see nore | DRAWING NUMBER. SIze
6. TENSILE STRENGTH : 5000N [MIN] @ BUSH 159030 5 _ UNIT ONERSION SoAE s eeTABlE | A3
—| 7. GAS SPRING DURABILITY TEST i : - SEETA
: 20,000 CYCLES AT 20°C [MAX 5 CYCLE/MINUTE] ® BODY BRACKET 14901A 2 - MASS. M estivate O ACTUAUITY 0.297g CAD-SYSTEM. SHEET
AFTER TEST FORCE FT MUST NOT VARY MORE THAN 12% COMPARED TO ® CYLINDER C211780 1 - DATE. 2022.01.24 Ocara  Onx  Bautocmo 11
INITIAL VALUE MEASURED AT 20°C+2°C
1 ROD 1 -
[ROD DOWN CONDITION] — AOOTIoTA =S o Sl A WMEL HANIL PRECISION Co,.Ltd.
8. DO NOT APPLY SIDE FORCE TO GAS SPRING. ITEM SUB PART NAME SUB PART NO | QTY REMARK TY KIM SW BAE HC KANG SW LEE This ‘d’mwmq‘ belongs to —i‘AN:L ure;‘;‘:)"icu’lm‘ And me(:omyw"q e o transfer for any
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